
- 

Bag Size 

1 7” X 16” Bag 

2 7” X 32” Bag 

3 4” X 9”  Bag 

4 4” X 15” Bag 

5 4” X 21” Bag 

EBF ECOLINE™™ 

FBF FLOWLINE™ 

SBF SIDELINE™ 

TBF TOPLINE™ 

PBF POLYLINE™ 

MBF MAXILINE™ Dome Lid 

MDE MAXILINE™ Flat Lid 

Model 

No. of bags 

01 

Up To 

24 

AB SS 316 

AS SS 316 L 

BB SS 304 

BS SS 304 L 

CS Carbon Steel 

PO Polypropylene 

PV PVC 

PF PVDF 

Material 

CP CPVC 

Pressure Rating 

06 90 psi 

07 100 psi 

10 150 psi 

16 225 psi 

21 300 psi 

In & Outlet Size 

005 ½” 

010 1” 

012 1 ¼” 

015 1 ½” 

020 2” 

140 14” 

Up To 

In & Outlet Type 

A Ansi Flange 

N NPT Female 

R Tri-Clamp 

U U Stamp 

M UM Stamp 

Code Stamp 

N Non-Code 

T Tangential 
Outlet 

V V-Clamp 

H Swingbolts / Hexnuts 

S QIC-LOCK®  Spindle Closure 

Closure Style 

Glass bead-blasted Glass bead/ sand blast 

Electro-polish standard Primed 

Food grade polished Paint ES-301 

Finish– Inside (1st number) and Outside (2nd number) 

1 

2 

3 

0 Pickled Brush/oiled 

 Stainless Steel Carbon Steel 

4 Pharma grade polished Epoxy Coat 

5 Halar coated Halar coated 

6 End User Spec End User Spec 

Lid Lifting Style 

E Spring assist hinge 

D Davit arm manual 

A Davit arm hydraulic 

H Heating jacket 

N Without heat jacket 

Specials 

M Special 

Special 

MBF 02 10 A T 11 S E N M - - - - - - 

Vessel Nomenclature Chart   All the information necessary to understand a Eaton vessel description code is listed be-
low.   The  example description listed, a D-MBF-0402-AS10-040A-UT-11SEN-M is for a Duplex MAXILINE™, 4 bag vessel for    
7” X 32” bags, constructed of 316L stainless steel, rated at 150 psi, with 4” ANSI flange inlet/outlets. It carries an ASME  Code “U” 
Stamp and  has a Tangential Outlet.  The vessel has a glass bead-blasted finish both inside and outside, has a   QIC-LOCK®  

spindle type quick closure, a spring assisted lid lifting hinge, does not have a heating jacket and is a “special” design. 

100 04 AS - 

Optional 

D Duoline 

M Moduline 

D U 
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